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All digital data must be in a format that can be readily converted into an ESRI ArcInfo coverage format. The digital data can include but not limited to construction drawings, as-builts, parcel splits/plats, sewer details, etc. There must be at least one layer, level or feature which will be topologically correct when imported into ArcInfo.  This means that all line segments must be a separated into individual entities and be broken at intersection points having the same coordinate values.  All line work should produce bearings and distances that match the bearing and distances on the hard copy plots submitted to the County Recorders Office.
Projection Datum

Ohio State Plane

North Zone, 3401

1983 North American Datum (NAD83)

1988 National Geodetic Vertical Datum (NGVD88)

Spheroid, GRS 1980

Geographical Extent:      Northing  448,750 to 542,000     feet


                                       Easting    2,350,00 to 2,515,000 feet

GENERAL COMMENTS

1.) All digital files shall contain the Projection Datum within the header of each file. 

2.) All bearing and distances are to be in the Ohio State Plane, North Zone 3401, NAD 1983, NGVD 1988.

3.) All data shall be placed within the correct geographical extent using the Projection Datum above.  

4.) At least one known physical county control marker shall be referenced into the digital file, two (2) when possible.
5.) All data shall be topologically clean and built without containing extraneous lines, polygons or text.
6.) Metadata shall accompany each digital submittal describing the file name, date, data source, layer names/numbers, and attribute codes.

DATA ACCURACY STANDARDS

1.) All digital data shall be ledgeable at a plot scale of 1”= 100’. 

2.) All line work must have identical coordinate ending points where 2 or more lines intersect.
3.) All data shall be cleaned at a tolerance of .002 map units.  No loopback, turnbacks, undershoots or overshoots shall exist.
4.) All line work portraying a direction shall be originated in the direction of flow.

5.) All prefixes or suffixes on a map or in a database shall follow the naming convention standards set forth in the U.S. Postal Addressing Standards, Publication 28.

DATA FORMATS 

The following digital formats shall be acceptable for conversion into the County’s GIS.

AutoCad
All Versions.  (DWG)
ArcInfo

Export Format.  (E00)

Microstation

All Versions.  (DGN)
Digital Exchange Format 

All Versions.    (DXF)
Digital Imagery

Extension types: *.BIN, *.COT, *.DRG, *.DRQ, *.TIF  

All raster data shall be untilled, uncompressed and without pyramid tiling. Coordinate Geometry files (World Files) must also be included when available. 

MetaData 
Microsoft Word, Adobe PDF, Plain Text
NAMING CONVENTIONS

1.) The following table lists examples of common street suffixes and abbreviations recommended in the U.S Postal Addressing Standards, Publication 28, pages 63-69.
Examples
	FULL WORD
	ABBREVIATIONS
	FULL WORD
	ABBREVIATIONS

	ALLEY
	ALY
	HOLLOW
	HOLW

	ANNEX
	ANX
	LANDING
	LNDG

	AVENUE
	AVE
	LANE
	LN

	BEACH
	BCH
	LOOP
	LOOP

	BOULEVARD
	BLVD
	MALL
	MALL

	BROOK
	BRK
	OVAL
	OVAL

	BYPASS
	BYP
	PARK
	PARK

	CENTER
	CTR
	PARKWAY
	PKWY

	CIRCLE
	CIR
	PATH
	PATH

	COURT
	CT
	PLACE
	PL

	COVE
	CV
	PLAZA
	PLZ

	CREEK
	CRK
	RIDGE
	RDG

	CROSSING
	XING
	ROAD
	RD

	DRIVE
	DR
	ROUTE
	RTE

	ESTATE
	EST
	SQUARE
	SQ

	EXPRESSWAY
	EXPY
	STREET
	ST

	EXTENSION
	EXT
	TERRACE
	TER

	GARDEN
	GDN
	TURNPIKE
	TPKE

	GROVE
	GRV
	TRAIL
	TRL

	HEIGHTS
	HTS
	VILLAGE
	VLG

	HIGHWAY
	HWY
	WALK
	WALK

	HILLS
	HLS
	WAY
	WAY


UNIFORM COLOR CODE STANDARDS for UTILITIES

The following color scheme shall be used when submitting a digital coverage containing the following utility markers.  More information can be obtained from the Ohio Utilities Protection Service and The Utility Location & Coordination Council.

RED --------- Electric Power Lines, Cables, Conduit and Lighting Cables.

YELLOW---- Gas, Oil, Steam, Petroleum or Gasoline Materials.

ORANGE---- Communication, Alarm or Signal Lines, Cables or Conduit.
BLUE ------- Water, Irrigation and Slurry Lines.

GREEN ----- Sewers and Drain Lines.

PINK -------- Temporary Survey Markings.

WHITE ----- Proposed Excavation.

MEDIA FORMAT

The following media types are acceptable for submitting digital data to the County GIS Department.
CD/DVD

CD 740 mg

DVDR, DVD+RW 4.4 gig
Floppy Disk

3.5 inch High Density 
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